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Do not expose this product to rain or moisture

Take away from clammy

Put in horizontal position

Skip out to the violent vibration

Do not rest up on another electric device

Exposition at light air,,do not cooling off the rear of DVR.

g+

Control the next accessory:

1. one power cable of 230 Vac.

.one power adequate 12Vdc.

. one user manual

. one CD software put in

. one remote control of piloting to distant (with two battery powered 1.5V).
. one set of screw

O WN

+6 "'

The content of the CD dowry:

Software cliente by faraway connexion by net LAN/WAN
Software Cliente for smarphone

User manual LCTVRxxxx_V_1_0.pdf
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Play back
Backup mode

Interface

Remote operations
Web Server

PDA - Smartphone
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3+
Embedded Operating System
Frontal panel , remote control
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1 channel PAL, BNC1.0VP- P 75? ) 1 channel VGA (800x600 60Hz)

NO 1 1
Real time display: PAL 704x576 R D1: 704 * 576

CIF 352x288
CIF:ZSR?;sl ETc?hannel CIF:12 fps for channel

MPEG4 H.264
1 0 4 window $8s@ A A (b8S@S (LA A
PAL
3 level

brightness, hue , contrast, saturation
channel, Date and hour, Video Loss, Recording ON
%, ") "

Zones: 192 (16*12) detection zones

sensitivity : high — Normal — low

Velocity: , high — Normal —low

4 input NA 8 input NA 16 input NA
1 relay output NA/NC/COM

") %+8
2 HD IDE (no including) 2 HD Sata (no including)
@++B;C2 ($:D;C2

' )%, # DI*"3A"8 0"8&!

Manual, planning, Motion,Alarm

back

time — Events — File (OK)

7=$% 9%3 $E 7 =%$3 A7 =%

USB-HDD, HRX001GB, HRX004GB, Network download

' 8

RJ-45 10/100Mb

display, Control PTZ, play back file, Download file,

Integrate, agreement Internet Explorer 6.0 o high.

back with MS Windows Mobile 5.0 o high. Request least link GPRS.

&B%*%" 3 %, ' 6"

USB 2.0

Control PTZ (pan, tilt, zoom, focus, iris)

No Support for SATA CD/DVD burner
%
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440x300x70mm
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“1-4":BNC video input
“MON":BNC Video output .
“LIN — RIN":Left Audio input ,Right Audio input .

H'65 1 65J' % $ %
" USB output .
“VGA”: VGA Video output (800x600 60Hz)

H53; &
79
“NET”": interface RJ-45 port.

“DC12V” Minijack power connector and ON/OFF
power button

“ALARM” Terminal block for Alarm and RS-485
device.
For the top shape of the device outer side link the power cable as show carry back on top picture.

I"#



485 A/B: link the 2 line wires some RS-485 wire li  ne to along with make connection about the speed dome.

COM — NC — NO: power relay by alarm output. (common, normally close, normally open)
1 -2 -3 -4: alarm input. No alarm channel is coupled and put in to action typical channel only..

For the top shape use the power source of12Vdc.
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“1-8": BNC Video input .
“MON” e “SPOT”: BNC Video output .

“AUDIO IN/OUT” : Left & Right Audio input. Left & Right
Audio output.

“VGA” :VGA Video output (800x600 60Hz)
“NET”: RJ-45 Connector for net time link

“USB”: USB Interface of Backup.

“ALARM" potential devise outer side PTZ for alarm.
“DC12V” Minijack power and cook-off and power off.
Air-cooling

For the top shape of the device outer side link the power cable as show carry back on top picture.
485 A/ B: link the 2 line wires some RS-485 wire line to along with make connection about the speed dome.
COM — NC — NO: power relay by alarm out put . (common, normally close, normally open)

1-2...8: alarm input . no alarm channel is coupled and put in to action typical channel only.
For the top shape use the power source of12Vdc.
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“1-16" : BNC Video input .
“MON” e “SPOT":BNC Video output.

“AUDIO IN/OUT": Left & Right Audio
input. Left & Right Audio output.

“VGA”: VGA Video output (800x600
60Hz)

“NET”: RJ-45 Connector for net time
link
“USB”: USB Interface of Backup

“ALARM" potential device outer sider
PTZ for alarm

“DC12V" Minijack power and cook-
off and power off

Air-cooling

For the top shape of the device outer side link the power cable as show carry back on top picture.

485 A/B: link the 2 line wires some RS-485 wire lin e to along with make connection about the  speed dome.
COM — NC — NO: power relay by alarm out put . (common, normally close, normally open)

1-2...16: alarm input. No alarm channel is coupled and put in to action typical channel only.
For the top shape use the power source of 12Vdc.
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10.

11.

12.

13.

14.

15.
16.
17.
18.

19.
20.

21.

22.

23.
24.

EHEHO0OOt v A 4 p O

SEQ

MENU
INFO

key briefing
% $

A
A

Press this key to display on left top screen , meaning audio
output is on, subsequently press this key to cancel such
display , meaning audio output is off. At in-situ status , in-situ
voice is output ;at play status,recorded voice is outputted.

select channels bigger than 9 by combining the 1-9 keys and
0 key
Select remote control ID

At in-situ status , ;press key will enter video recording status
(video recording parameters are set under the system menu)
;at video recording status , press the key will stop video

recording.
% = $ 9= O9A *O P
6. 9= OA 80 P =
9= =
% = $ 9= O9A *O P
7. 9= O9A 80 P =
9= =

At play status , press key to backward image at 2x speed ;
further press key to backward image at 4x speed ;finally press
key to return normal play status .

At play status , press key to backward image at 2x speed ;
further press key to backward image at 4x speed ;finally press
key to return normal play status .

apoo 00d o

At play status , press key to backward image at 2x speed ; further press key to backward image at 4x speed
Jfinally press key to return normal play status .

% = $ 9= 9A *O P 9= 9A 80
P = 9= =

% = $ 9= O0A *O P 9= 9A 80
P = 9= =

% = $ 9= 9A *O P 9= 9A 80
P = 9= =

% = $ 9= 9A *O P 9= 9A 80
P = 9= =

Confirmation key
Value down for the selected item or revise it

Value up for the selected item or revice it

T 1(88./@$>I( (i, 4
>/ = e >k 4
o = 1 9=A#A9 @ - 4

At in-situ preview status, press the SEQ key toh ave the monitor automatically switching big screen image
of channel 1-16 and re-press the key to stop jumping stations.

press the ESC key will exit from lower level menu to upper level menu until fully exit from the menu status
including the info menu ;in case of password status ,press the ESC key after exit from the main menu will
lock the machine

At in-situ status ,press this MENU key to enter the menu setting status.
At in-situ status , press the info key will pup up hard disk information , press the ESC key will exit the INFO

"# 7



25.
26.

27.
28.
20.
30.
31.
32.
33.
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BAK

PTZ

AUTO

menu, in case no installed disk, press this INFO key makes no sense.
Backup key

At on-situ preview status , press the PTZ key will display the PTZ word on top of monitor screen , meaning
that the equipment is under PTZ control and press channel key will change control channels. PTZ control
parameters of each channel may be revised under the system menu . re-press the PTZ key or press the
ESC key will exit the PTZ control status.

At PTZ control status , this AUTO key used to let PTZ automatically rotate.
At PTZ control status , this F+ key used to extend focal length

At PTZ control status ,this F- key used to shorten focal length

At PTZ control status , this I+ key used to enlarge iris

At PTZ control status , this I- key used to reduce iris

At PTZ control status, this Z+ key used to Zoom + on

At PTZ control status , this Z — key used to Zoom out
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2.4.1 Hard Disk select

At the right working of the device ,used HD Seagate IDE 7200 RPM for LCTVR6104 and Seagate SATA 7200RMP for LCTVR8208
LCTVR8216. to get out side security and reliability used HD Seagate set SV35; code HRX160SV — HRX250SV — HRX500SV IDE
version HRX160SVS — HRX250SVS SATA version .

2.4.2 Hard Disk estimate size

7A 9A / =- A (*+D; .++D;
6 2 91 &E/* | =

,(+8 @++B;C2

@*+@ ' @* ($:D;C2

2.4.3 Hard Disk mounting
The actions by right installation of hard-disk.

1. take out the cassette of DVR 2. open the cassette and take off the
cover.
3. setup the Jumper of Hard Disk as| 4. link the flat and the power. Lock on
Master. the equip with HD.

Jump to Master

5. close again the cover and put on the 6. at hope chest close with key.
cassette in to DVR, play attention, well link,

If you want to use other HD, open the DVR and lock on . setup as slave and link the power.

SS 2- &-"
E

"# 9



9 9 D A - K A $ A2-

FORMAT HDD?

Cancel

3 A
POP P
7 u%,

MAIN MENU MAIN MENU
1.SYSTEM SET 1.SYSTEM SETUP
2.CAMERA SET 2.CAMERA SETUP
3.RECORD SET 3. RECORD SETUP
4.SCHEDULE SET 4 SCHEDULE SETUP
5 MOTION SET 5 MOTION SETUP
6. PTZ SET 6. PTZ SETUP
7. NETWORK SET 7. NETWORK SETTING
8.DISK MANAGE 8.SPOT SETUP
9.LOG LIST 9.CD/RW BACKUP

10.DISK MANAGEMENT
11.LOG LIST
b (+8 Ce+aelt @
3 3573
7 ' &I+3+

DATE / TIME: to adjust date/time. SETUP SYSTEM

FORMAT: to set the format of display with ASIA .na-
(AAAA/MM/GG), Europe (GG/MM/AAAA) e USA 2008/07/22 12:08:42

(MM/GG/AAAA) TIME FORMAT:

DISPLAY DATE/TIME: to set the display of Sk _ DOMMIYYYY)
date/time(high, low, OFF) TBH\CQED?EISFE)FS%-S' val)ﬁHE
SPLIT LINE: to select the split line color (white — BUZZER SWITéH' OFF
black — grey — off) VIDEO FORMAT: PAL
BUZZER On/Off: used to turn on/off the buzzer REMOTO ID: ON
VIDEO STANDARD: to select PAL o NTSC a borard SYSTEM PASSWORD : (@)=

the link of monitor. PASSWORD: 111111
ID REMOTO: used to turn on/off the remote control. SOFTWARE UPDATE: ENTER
PASSWORD On/Off: used to turn on/off the DEFAULT LOAD: ENTER
password by menu. LANGUAGE: ENGLHS

PASSWORD :used the password trust (to unlock )
DEFAULT: to restore the DVR default.
LANGUAGE: used to select the language (ITALIAN — ENGLISH)

I"#
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CAM: used to select the channel to set up
CAMERA NAME: put the name of camera wanted

BRIGHTNESS': used to adjust brightness of
picture.

HUE(color): used to adjust color of picture
CONTRAST: used to adjust contrast
SATURATION (livel): used to adjust intensity color.

HORIZONTAL: used to adjust the horizontal
position of picture.

VERTICAL: used to adjust the vertical position of
picture.

SETUP RECORDING

RESOLUTION :  720x 576
OVERWRITE :  ON
AUDIO ON/OFF . OFF
OTHER :  ENTER

CAMERA SETUP

CAM: CAMERA 01

CAMERA NAME: CAM 01
BRIGHTNESS: 00
HUE : 00
CONTRAST 00
SATURATION : 00
IMAGE HDELAY: 00
IMAGE VDELAY : 00

RECORDING QUALITY SETUP

CAM : 1 2 3 4
QUALITY : HIGH HIGH HIGH HIGH
FRAME RATE : 25 25 25 25

RESOLUTION: Select the resolution to like for recording: CIF 352x288 0 D1 704x576
OVERWRITE: on/off the overwrite of picture present on the Hard Disk.

AUDIO ON/OFF: on/off the recording of audio .
QUALITY: press ENTER to access of setup.

. CAM:(all channel are single manageable ) used to select the channel to be set.
Il. QUALITY: set the level crossing wanted between high — low — normal.
IIl. FRAME RATE: used to select the frame rate wanted of each channel.

GG OE &E 1:*O*@@4%
= (48 @%@

3 -(10+80.0,4$

79 &

CAM: Select the channel to set up.

MODALITY: AUTO to turned on the time band or
MANUALE to turned on the recording.

GG: Select the date to set up.
SEG 1-4: set up the time wanted.

MODALITY:
a. TIME, turned on the recording set.
b. MOTION :put into action only case of motion.
c. ALARM :put into action only in case contact
alarm.
d. ALARM+MOTION put into action recording in
case contact alarm or motion.

*. 1 4

SCHEDULE SETUP

CAMERA 01
SUN

REC MODE: AUTO

START TIME END TIME ALRM TYPE

00:00 - 03:00 TIME
03:00 - 04:00 ALARM+MOTION
00:00 - 00:00 TIME
00:00 - 00:00 TIME

"#
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MOTION SET
CAM: Select the channel to start.

VELOCITY: Select the level crossing of quickness to
put into action between HIGH — LOW — NORMAL.

SENSIBILITY: Select the level crossing of sensibility
between HIGH — LOW — NORMAL.

AREA: Press ENTER for entry into aree.

CAM: CAMERA 01

SPSENS
LYSENS
AREA EDIT

-9
CAMERA: Select the channel to setup. PTZ SET
BAUDRATE: Select the baudrate corresponding to the Speed Dome
ID: setup the 1D address corresponding to the Speed Dome. CAM : CAMERA 01
PROTOCOL: select the protocol to like between PELCO_P and BAUDRATE : 2400
PELCO_D ID 01
PROTOCOL : PELCO_D
C 7N 7N
9= 1@ ( 4%
$ 1 >/(*4
'8
IP ADDRESS: Select the IP in agreement to the net .
Default 192.168.001.133 NETWORK NET
GATEWAY: setup GW in agreement to the net.
Default: 192.168.001.001 IP ADDRESS : 010.000.002.141
SUBNETMASK: start SM in agreement to the net. GATEWAY : 010.000.002.001
Default 255.255.255.000 SUBNETMASK : 255.255.255.000
DVR PORT :setup the gate language need to software . Default DVR PORT : 6802
6802 IE PORT : (0]015{0]
IE PORT: start the gate language need for to link up through USER'S NAME : USERO1
Browser IE. Default 0080 PASSWORD : 111111
USER’S NAME: start to user name need to remote access . SUPER PASSWORD : 000000

Default USERO1

PASSWORD: setup the password need for remote log-on( access)
to user level .
Default 111111

SUPER PASSWORD: setup the password need for remote log-on (access) to administrator level.
Default 000000

- ' > ’*3 ll’) u”l*?
MODALITY: Select the channel to start.

INTERVAL: Select to set the interval time for recycled. (1s-10s)
A 4

SPOT SETUP

CAMERA . CAMERA 01
OUTPUT INTERVAL . 00Sec

I"#
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CD TYPE: Select the format wanted between the following option:

. CDlzem CD/RW BACKUP

Il. CD 8cm (mini cd)

.~ DvD , , CD TYPE . 12cm(LESS
CAMERA: Select the channel which to wanted copy the picture . THAN550M)
START TIME: Select start date and time of the recording wanted copy.
END TIME: Select start date and time of the recording wanted copy . CAMERA . 01 ---B

START TIME :2009/07/22 22:00

to make the search for backup until max 3 camera is possible . END TIME - 2009/07/22  22:00

CAMERA . 01 --B
START TIME :2009/07/22 22:00
END TIME :2009/07/22  22:00

CAMERA 01 --B
START TIME :2009/07/22 22:00
END TIME : 2009/07/22  22:00

BACKUI

< ""#
HARD DISK N¢ Select HD to piloting
CAPACITY: select to display capacity of HD . DISK MANAGE
BANK(FREE SPACE): left percentage of bank.
ERROR DIM. ZONE: info to any sector faulty on the disk to use. DISK NAME : HDD 1
CANCEL: Press ENTER to delete all recording present on the DISK SIZE : 149GB
Hard Disk. REMAIN SIZE
FORMAT: Press ENTER for totaly format of Hard Disk and find the BAD SIZE 000G
right working. (clear all date). RECORD CLEAR

DISK FORMAT

7 +|ll

The menu is used to search video recording information LOG SEARCH
when the device is put on , put off, that be manual or

lack in net.. START TIME  :  22/07/2008

END TIME : 22/07/2008 SEARCH
01/01
N°. EVENT TIME

01 POWER ON 22/@08 14:47:55
02
03
04
05

"% =



0O -
& )%, #

It is not plan planning time to start up of Default by DVR ..

For start Manuel recording press REC .
LED light up to indicat real recording and the symbol seen on the any channel.

To bang up recording press STOP. . .

!*ll”l) 1 )%’#
& - = -
& 8 == A9 =
E = 9 = HJ
1%% B =$ ) o
= H3J = |
/B6 &6 =$ $ - =
= HBJ =
/%% B F B6 &6 =$ $ - o)
% 9 =
SCHEDULE SETUP
I %56 = 9 : CAMERA 01 REC MODE AUTO
© SUN
/3 = A9
) _ START TIME END TIME ALRM TYPE
00:00 - 24:00 TIME
o 00:00 - 24:00 ALARM+MOTION
1O 00:00 - 24:00 TIME
00:00 - 24:00 TIME
7 m
- A= $
7 » o

SEARCH MENU

TIME SEARCH

RECORD SEARCH
EVENT SEARCH

3 H&B"3"% 2J 9 A =
3 H"6-3"% 2J A
3 H"" 3% 2H =

I"#



4.3.1 search time and BACKUP USB
% $ O

$ A

H"6-3% &B"J H"- "6- &B"J A

= 2-
3 =
H7'%LJ = 9
& = $ = 9 P
9= $ J367]
= 9 53 =% ;%< 9
= 91 ,(+8 ;%<
4
9 9 A
=3 9 A=7 H %< 57J
A

4.3.2 Record search and BACKUP USB

% $ O
% A
9
H"6-3% &B"J H "6-"-&B"J A
9
3 = 9 =
H-% "C &B"J $ - A
9%
H7'%LJ = 9
& = $ = 9 $
9= $ J
367J = 9 53 =$ %<
9 = 9 1
(+8 ;%< 4
9 9 A
=$ 9 A= H :% <57J
A
4.3.3 event record search and BACKUP USB
% $ O
% $ A
9
H"6-3% &B"'J H "6-"- &B"$J A
9
3 $
= OA $ A
B6&6  %'% B$
- A 9%
H7'%LJ = 9
& = $ = 9
$ 9= $ J367]
= 9 53 =% %< 9
= 91 ' (+8:% <
4

TIME SEARCH

RECORD FIRST TIME: 25/06/2008 23:04:02
RECORD LAST TIME:  17/07/2008 10:21:12

START TIME: 07/05/2008 12:20
(BACKUP) END TIME: 08/05/2008 08:45

BACKUP PLAY

RECORD SEARCH

RECORD FISRT TIME:
RECORD LAST TIME:

07/05/2008 19:05:38
08/05/2008 08:45:26

TIME  07/05/2008
NO
01
(0)
03
04
Prev.

SEARCH

EVENT RECORD SEARCH

RECORD FIRST TIME: 07/05/2008 19:05:38
RECORD LAST TIME:  08/05/2008 08:45:26
CAMERA:

CAMERA 01 EVENT: ALARM

DATE 07/05/2008
NO
01
02
03
Precv

SEARCH

I"#
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Bifore to go ahead check upthe next point:
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&7 A
&7 = &7 $ = B3/-63 &7
. % 7& D SSS SSS SSS SSS 1S &7 - 4%7

9 ,))%,A3," BI*'

- open Internet Explorer

- press IP address to machine of the address task bar:

At DVR for instance is setup address 192.168.1.133, press of the IE address task bar and screw http://192.168.1.133

The IE PORT setup of the menu and setup to net (cap.3.8), that be different of the 80 PORT (default), is necessary to specify the
port .

At DVR for instance is setup address 192.168.1.133 and IE PORT 1025, press of the IE address task bar and screw
http://192.168.1.133:1025

The system put on state of alert pop-up that the installation need of ActiveX HtmlAnvViewcab. Agree to carry on the installation.
If the installation is not go well , pursue the instruction:

-press task bar of the menu of Internet Explorer up tool then up option .

Each other to open the next window:

Open IE and input DVR address in the address column. For example, if your DVR IP is 10.1.27.200, then please input
http:// 10.1.27.200 in IE address column.

System pops up warning information to ask you whether install webrec.cab control or not. Please click yes button.

If you can’t download the ActiveX file, please modify your settings as follows. See
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Press up “security” and after made up “personal level”:
each other to open the next window

Save and come back at input IP address for reboot of the Control installation ActiveX.
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End installation , the next screen show:

Click up plug in to make at device
the next screen show :

At DVR putin IP address assigned after the DVR PORT(cap.3.8), the user name and the Password that are be setup of menu
and net setup (cap.3.8).

Default password to user level : 111111
Default password to Administrator level : 000000
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Press put in and the screen show:
Is possible to make the next operations by means of plain interface :

-Press Local to display the Live picture.

-Press Stop to stop the display or local Rec for recording the picture in the teeth of computer.
N.B. for LCTVR6104 ,the local recording is starts ole .
-for setup the recording parameters is necessary to stop the live display .so press set to access of the next screen.

-used PTZ, INFO and TOOL menu to control the speed dome, click the DVR status to get information and shot picture ,as
show of the next shape .
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picture catch instrument.

PTZ instrument INFO instrument

97 6 "' "3 &# ) %,

Put in the CD-rom software present a dowry provided.
Start the planning and wait for the window as the next screen:
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Click net and put in the good paramaters for the device connnection.

After to have set up IP address of DVR, click link up and put in user name and authentication password:

After to have make the login , all keys come to set up.

So is possible to use all functionality of software.
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Is possible to make the next operations by means of plain interface:
-Press search to make the search of file to listed in order time by play back .
-Press Local ,to display the Live picture .

-Press Stop to stop the display or local Rec for recording in the teeth of computer.
-for setup the parameters of recording is fundamental to stop the Live display . press net to start the next screen .

-Used PTZ, INFO and TOOL menu to control the speed dome, click the DVR status to get information and shot picture as show
of the next shape .
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PTZ instrument INFO instrument

N.B. the AVI conversion strument is only turned on LCTVR6104.

9 - A3"+6 ,))%,

111 the least system required:

- MS Windows Mobile endowed smart phone 5.0 or Superior.

- GPRS, EDGE, UMTS connection.

-Display TFT 2,8".

-in case the DVR public static IP address with ADSL connection

1.1.2 Installation:

catch picture instrument and AVI conversion

for be able to use the software is necessary start DVR_Mobile.exe package presentin CD-Rom at Smart phone wanted to use.
Use the method referring to Vs. phone manual to need link (Bluetooth, IR, Cable, memory card).
Setup the internet really connection ,assure the presence of Vs. administrator pip and start application.
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Select the really connection and press ENTER

Click the Connect

Setup the remote DVR parameters connection give to ISP, the user name and the password and the access port of DVR.
Wait for take place connection:

Click CAM to select camera then start LIVE the picture display . for move on the camera in display , click Stop and say again
praxis.
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