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1. INTRDUCTION 
PACKAGE CONTENTS 

·  IP camera------------------------------1 
·  Bracket----------------------------------1 
·  Micelle-----------------------------------1 
·  Plastic board---------------------------1 
·  Screws and anchors-----------------4 
·  Plate screws------------------------2+1 
·  Network cable-------------------------1 
·  Power cable----------------------------1 
·  User Manual----------------------------1 

1.1 PART NAME AND FUNCTION  
You can refer to the following figure for IP camera part name��
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1.1.1 Power Indication Light Working Status Illustr ation  
When connect power to the IP camera, the red light becomes flash and then green light becomes on. Now 
the program is running properly, you can log in via network.  
The indication light turns off when you reboot the IP camera via software. 
 

1.1.2 Network Indication Light Working Status Illus tration  
The network indication light becomes red when you connect the IP camera to the wire network. 
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1.1.3 RESET Button Function  
You can click this button to restore factory default setup. After the power indication light became green, 
press this button for at least five seconds, you can see the system automatically reboot. After rebooting, the 
system restored factory default setup 

�

1.2 INSTALLATION PROCEDURE  
This series IP camera can be installed on the table, wall or ceiling. 
 

1.2.1 On the Table  
Install the bracket first and then you can turn the knob to adjust the IP camera to the suitable angle. 
�

�
�

1.2.2 On the Wall or Ceiling  
Dig four holes in the wall in accordance with the holes of the bracket. Insert the micelle into the holes. Fix 
the screws to the firm the metal board and adjust the IP camera to the suitable monitor angle. 
�
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You can hang up the IP camera (without the bracket) on the wall or the ceiling. When you place the IP 
camera, make sure the power indication light is above the network indication light. 
�

1.3 IP CAMERA POWER CABLE CONNECTION  
Connect the power adapter to the IP camera power port. You can see the power indication light becomes 
on. 
�

 
 
 
 
 
 
 
 
 
 
 
 
 
 
�
Connect network cable to the network port 
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Note@�When connect the IP camera to the wire network, it becomes red. This series IP cameras has built-in 
micro phone or speaker. 
 
 
 
 
 
 
 
 
 
 
 
 
 

�

1.4 SYSTEM REQUIREMENT  
This series IP cameras has the following system requirement.  

·  Processor  

Pentium 800MB or higher� Pentium 4, 2.4 GHz or higher recommended �   

·  RAM  
256 MB or higher  

·  Display card resolution  
1024×768 or higher/16-bit color or higher/16M display memory or higher/DirectX9.0c or higher  

·  OS  
Microsoft Windows 2000, Windows XP,Vista.  

·  Network Browser  
Internet Explorer 5.X or 6.X. DirectX 8.1 or higher.  

·  Network protocol  
TCP/IP  

·  Network port  
10/100Mbps internet. 
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1.5 TECHNICAL SPECIFICATION  
�
� Model 
�
�
�
�

Parameter 

�
�
�
HRT006IP 

CCD 1/6” CMOS 

Pixel 300000 pixels 

Resolution 380 TV line 

Lens spec Fixed focus: 6mm/F2.0 
Angle: 68°�

Illumination 5 Lux/F2.0 (0 lux IR mode) 

S/N 50dB 

Gamma Correction 0.45 

Gain control Auto 

BLC Auto 

Electronic shutter Auto 1 / 25 ~ 1 / 15000 
�

Video compression H.264 

Video compression resolution VGA / CIF / QVGA / QCIF / QQVGA 

Video frame rate Max 25f/s (adjustable) 

Video Bit rate 32K~ 1Mbps (Adjustable) 

Video motion detection 22x18, six levels�

Audio compression G. 711 / PCM 

Audio bit rate 64Kbps / 32Kbps / 10.2Kbps 

Audio Built-in MIC and speaker 

Cable network 1-ch 10/100Mbps internet 

IR compensation Built-in IR light. Distance 7 - 10m��

Power compensation� 5 VDC  

Power consumption 3 W 

Working environment Temperature: 0~ +50°C; humidity : 20~80% 

Dimension 92x108x65mm 

Weight 160g 

Installation Support various installation such as mount or rack mount 

Main processor Embedded SOC media processor 

OS Embedded linux 

Network browser access Built-in web server 

Safety Passwork protection. Support multiple-level user and group management 

Max access amount Support max 10 users to visit at the same time. 
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1.6 WIRE NETWORK  
1.6.1 Connect to LAN via internet port 
You can connect the IP camera to the LAN via hub or switcher��
�

 

2. CONTENTS OF CD-ROM 
·  HR-EPSS BASIC: central management software basic version. 
·  HR-EPSS BUSINESS: central management software server / client version business with 

smartphone compatibility. 
·  HR-MOBILE PSS: software for smartphone and PDA phones. 
·  HR-PLAYER: playback and AVI converter software. 
·  ITA manual – ENG manual. 
·  ENG manual for HR-ENG EPSS BASIC. 
·  ENG manual for HR-ENG EPSS BUSINESS. 
·  Web browser internet explorer. 
·  AUTOSEARCH: software for detection of IP devices. 

3. SEARCH FOR DEVICES ON THE NETWORK 
Can start the software “AUTOSEARCH” in support , to immediately detect the IP address of IP devices 
installed. If necessary, to change the IP address entering the user name (default: admin) and password 
(default: admin) . 
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4. USAGE THROUGH THE WEB 
The camera is equipped with web server function for connecting to local or remote PC through internet 
explorer. 

4.1 NETWORK CONNECTION  
Before web client operation, please check the following items:  

·  Network camera network connection is right . 
·  IP camera and PC network setup is right. Refer to general-system setting-network setup . 
·  Use order ping ***.***.***.***(* IP camera address) to check connection is OK or not.  
 

4.2 LOGIN 
Open IE and input network camera address in the address column.  
For example, if your camera IP is 192.168.1.108, then please input http:// 192.168.1.108 in IE address 
column. 
 

 
 
System pops up warning information to ask you whether install controls or not. Click “Yes” continue. If you 
can’t download the ActiveX file, please modify your setting. See Figure  

Input your IP 
address here. 



��
���������
� �������������������������������������������������� ��������������������������������������������������� ����������������

�




������	���� � � � ���� �� �

       
 
After installation, the interface is shown as below. .Please input your user name and password. Default 
factory name is admin and password is admin.  
Note : For security reasons, please modify your password after you first login. 

 
 
After you logged in, you can see the main window This main window can be divided into the following 
sections.  
�  Section 1: there are five function buttons: configuration (chapter ), search (chapter ), alarm (chapter ), 

about (chapter ), log out (chapter).  
�  Section 2: there are channel number and three function buttons: start dialog and local play, refresh. 
�  Section3: there are PTZ (chapter ), color (chapter) button and you can also select picture path and 

record path.  
�  Section 4:real-time monitor window. Please note current preview window is circled by a green rectangle 

zone. 
�  Section 5: Here you can view window switch button.  You can also select video priority between fluency 

or real-time. 
�  System monitor window switch supports full screen/1-window/4-window/6-window/8-window/9-

window/13-window/16-window/20-window/25-window/36-window. 
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5. 7 QUICK GUIDE TO THE CHOICE OF SOFTWARE 

5.1 7.1 HR-EPSS BASIC 

 
Install the HR-EPSS Basic (Pro Enterprise Surveillance System Basic) to use the following functions: 

·  Live playback 
�  IP devices 
�  Multiple IP devices 
�  Plans to display time 

·  Playing recorded files 
�  Playback in single channel or 4 channels mode. 

·  Download recorded files 
�  Download of multiple files contemporaries. 

·  Management and configuration of IP devices 

Section1  

Section 2 

Section 5 

Section 3 

Section 4 
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Note: Refer to the manual in the CD for more information. 
 

5.2 7.2 HR-EPSS BUSINESS(TRIAL 90GG) 
To activate the software contact the HR Europe Service Center . 
 

 
 
Install the HR-EPSS Business (Enterprise Business System Surveillance Pro) on a PC / Server in order to 
centralize all IP devices. 
The business version can be used in server mode, in which all IP devices will be added and managed in 
Client mode, so it’s enough connect to the server in order to handle all IP devices that it manage. 
The Business Software HR-EPSS supports connection through mobile Smartphones and PDAs, for Live 
viewing and playback of all IP devices connected to the server. 
 

 
 
Note: Use a Static Public IP Address to contact the Server from remote locations. 
Refer to the manual in the CD for more information. 
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5.3 HR-MOBILE PSS 
MINIMUM SYSTEM REQUIREMENTS: 

·  Smart Phone equipped with MS Windows Mobile 5.0 or Higher. 
·  Connection GPRS, EDGE, UMTS. 
·  Display TFT 2,8” 
·  ADSL connection with Static Public IP Address where you installed the HR-EPSS Software 

Business. It is necessary send the MPSS.exe software to your mobile phone. Choose your referred 
connection (Bluetooth, IR, Cable, Memory Card) using your mobile phone user manual. Configure 
your Internet connection, check live signal and start application. 

Set the connection parameters to the server-HR EPSS remote provided by the ISP, user name, password. 
 

 
 
After you login screen looks like. 

 
 
Each of the devices connected to the server will be showed in list. Connecting to the device you want to see 
Live images recorded. If is connected camera IP, you can also control the movement. 
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Technical specifications can be modified without an y preliminary notice 
           This manual may not be reproduced in who le or in part (except brief quotations in articles or 
magazines), without the 'written permission of HR E UROPE. 
�
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